
AL
UMINIUM

H
EAT IN G ELEM

EN
T

ErP
Compliant

45
UP TO

E
N

ERGY SAVIN
G

S

*

A B C

*Compared with a mechanical convector - **Model types: A: Horizontal / B: Vertical / C: Plinth

COMFORT

•  Extensive heat panel with black painted extruded 
aluminium heating element and wide heating surface

•  Remote piloting through a smartphone or a tablet thanks  
to Cozytouch compatibility

•  Instantaneous feeling of warmth & homogeneous heat spread
•  Anti-tilt system and automatic overheating safety device

SAVINGS

•   Up to 45% energy savings* thanks to integrated programming 
and absence/presence sensor

•  Smart Pilot functions memorising user’s life rythm & comfort 
requirements

•  Open/closed window detection function switching  
to Anti-frost mode as soon as a window opens

•  Energy consumption indicator for responsible & informed 
use of the equipment

•   6-command pilot wire: Comfort, Comfort- 1°C, Comfort - 2°C, 
Eco, Anti-frost, Off

•   ErP-ompliant

USER-FRIENDLINESS

•   LCD digital controls showing temperature and energy 
consumption

•   ASP (Anti-Staining Process) to reduce staining on wall  
and on equipment

•   Easy to install: H-shaped vertical suppport

DESIGN

• Horizontal and vertical versions to match all interiors
•  Colour: White (RAL 9016)
•  Front air outlet

PRODUCT

MULTISHAPE  EXTENSIVE HEAT PANEL WITH ENERGY-SAVING FUNCTIONS

Tatou Smart Pilot IO

Energy savings Heating element typeTechnologyDigital controlsModel available** 

EXTENSIVE HEAT PANEL 500 TO 2000 W  
(HORIZONTAL)

1000 TO 2000 W  
(VERTICAL)



Tatou Smart Pilot IO
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INSTALLATION DIMENSIONS

www.atlantic-comfort.com
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1  LCD digital controls
2  Overheating safety device
3   Perforated front
4  Extruded aluminium heating 

element
5  Room temperature sensor
6  Movement and light sensors

1  Menu button to access  
various functions

2  Energy consumption indicator
3  On/Off
4  Menu navigation, temperature 

& active mode-setting buttons
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TECHNICAL DATA

OUTPUT  
(W)

DIMENSIONS (mm)
NET WEIGHT  

(Kg)
WIDTH (W) HEIGHT (H) DEPTH (D) A B1 B2

Tatou Digital Horizontal

500 471 470 114 195 251 158 4

750 545 470 114 269 251 158 5

1000 619 470 114 343 251 158 6

1250 767 470 114 491 251 158 6.2

1500 841 470 114 565 251 158 7

2000 1063 470 114 787 251 158 10
Tatou Digital Vertical

1000 470 775 120 269 532 444 7

1500 470 995 120 269 754 666 9

2000 470 1220 120 269 976 888 11


